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GYPSUM PRODUCTS 5/8" NULL-A-FIRE (U.L.) DATE: 9/12/75
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CORE_FORW 0 hs

Board Stucceo
Paper Fiber\\
Vermiculite Qre

Glass Fiber N
Starch N

- with sanders
Dextrose

Core Foaming Agent

Lignin - dry powder
- liguid

End Trim

Pctassium Sulfate

Retarder

Hydrated Lime

Berie Acid

NOTES: (1)
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PR é* PLANTS: Long Beach, Antioch, Sffttle, Jacksonville, and Delanco.

1525 - 1800

10 -.15
22 - 25

(2) Seattle and Delzneco use 1iquid\lignin

Paper Liners:

(RM-B-1) Use Grade #7001 Man11a and Grade
fer face and back paper respectively, except for

#7002

Use Grade #7010 Partiticn Board Manila and Grade #7013
Board Greyback for face and back paper respectively on all 5/8"
board manufactured for use in partitions.

QPTRATING SPECIFICATIONS;

Specifications,

Formula shall conform to U.L, Follow-Up Procedure R3543,
Vol. 1, Sec.

Greyback

Partiticn Board.

Partition

Refer to Product Bulletin B-G-2 ‘for General Operating

Slurry Slump (inches)

Slurry Setting Time (minutes)

Wet Slurry Weight (lbs/cu. f£%.)

Wet Compressive Strength (psi)

43 -

2 - 4-3/4
68 - 78
235 - 400
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PRODUCT BULLETIN - GYESUM BOARD BULLETIN NO: B-6
GYPSUM PROIUCTS | 5/8" NULL-A-FIRE (UL) DATE. 9/12/75
TYPE X . PAGE: 2 of 2
APPROVALS \#( ASTM €36 CANCELS: B}é y
\‘ﬁ \/ : : DATE: 3/15/7,
N7

Produet Specifications.

PRODUCI\SE;CIELCAEIQ NS: Hefer to Product Bulletin B-G-4 for General Finished

Acceptance Iimits _Control Values

Twist Test, tested hot . . . .
face and back (inch) . . . o . 0
End Peel, tested @ 1-2 hours , . ‘e .
face and back (inch) . . e o . 0
Bond Test, tested € 1-2 hours. . .. .
face and back (inch) . P o . 0
- Falling Ball Impact (inch) . .. 0,020,
Edge Hardness (lbs) . 8 . e . 1
ANDARD CONDITIONZD SAMPLE TRESTS . . .
Flexural Strength (1lbs) . . . - e - .
Across ..180 ., 7 .. 180 ., 190
Parallel . 62 ' ‘e R e 62 - 65
Deflection @ Brezk (inch) . - e .
_Across , . 0.35 . o 0,25 . 0.3
Parallel . 0,20 . .« 0,20 . 0,2
© Punch Test . 600 . 1000 .. 700 .
End Peel after Sawing . . 1 . . 0
Twist Test . . . .
face and back . . 2 - . G
High Humidity Bond (inch) . . . .
face and back . . 1 . . 0
PRONUCT TDENTIFICATION o
Print.on one taper area on face of board:
5/8" NULL-A-FIRE TYPE X ¥ XL T™TL-V=-TUIN «8/¢
Movable Partition Board (Bulletin B-33)
KW-500 = No identification required
Kw-700 No identificetion required
Kw-502 Print on back of board: KW-502 - 1 HOUR

KW~-702 Print on back of board; KW-702 - 1 HOUR

« Min. . Max. .. Min. . Std.

" Wet Weight (lbs/MSF) . . .. 3050 .
TAXE-OFF TESTS . . :: ]
Dry Weight (1bs/MSF) . . .. .
West Ccast Plants . 2080 , 2300 .. 2120 , 2150
) East Coast Plants . 2100 . 2350 .. 2150 . 2200
Evaporation Loss . . ' .. 900

Thickness, average {inch) . G609 . 0,641 .. 0,609 . 0,615
Thickness, indiv, rdg.(inch) . z 0.010 from avg,. + 0,010 from average

Max,

. 3500

2300
2350
. 1200
. 0,625

0.C50
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